
Internal Moulded Doors

DIC07**/ DIC15** Arched Top Grained

Dimensions
Door Width 1'6" 1'9” 2'0” 2'3” 2'6" 2'9" 626mm 726mm 826mm 926mm

Product Code DIC0728 DIC0729 DIC0730 DIC0740 DIC0760 DIC0770 DIC1530 DIC1540 DIC1560 DIC1570
Building Regulations F F F F F F , M F F F , M F , M

Weights (kg) 8.5 9.5 11.5 13 14 15 12 14 16 18
Dim A (mm) 457 533 610 686 762 838 626 726 826 926
Dim B (mm) 401 477 554 630 706 782 570 670 770 870
Dim C (mm) 28 28 28 28 28 28 28 28 28 28
Dim D (mm) 1981 1981 1981 1981 1981 1981 2040 2040 2040 2040
Dim E (mm) 360 360 360 360 360 360 360 360 360 360
Dim F (mm) 880 880 880 880 880 880 880 880 880 880
Dim G (mm) 35 35 35 35 35 35 40 40 40 40

All sizes subject to standard industry tolerances

Pre-trim sizes

Lock Block

1 Particleboard @ 28.3/ 34 x65x360
Part M Doors (M) - Mobility and Access
(F) - Forest Stewardship Council



General Construction

Timber Species Softwood
Timber Grade Softwood sawfalling grade
Moisture Content 8-12%
Moulded Skin 3mm Hardboard
Core Cellular Paper Core

Timber SpecificationConstruction

Fire Certificate: Not Applicable Glazing Certificate: Not Applicable

The elegant mouldings and grained finish can be painted or stained to suit any colour scheme.

Constructed using a whitewood timber stile and 
rail frame , with a cellular paper core. Assembled 
using high density moulded fibreboard skins and 
UF glue.

Internal Moulded Doors

Issue Date:  16.02.2009

The company has a policy of continuous product development and 
reserves the right to change any products and specifications at any time.



Internal Moulded Doors

DIF04** Arched Top Grained FD30

Dimensions
Door Width 2'0" 2'3" 2'6” 2'9”

Product Code DIF0430 DIF0441 DIF0460 DIF0470
Building Regulations P , FD P , FD P , FD P , FD , M

Weights (kg) 29 32 36 39
Dim A (mm) 610 686 762 838
Dim B (mm) 534 610 696 772
Dim C (mm) 38 38 38 38
Dim D (mm) 1981 1981 1981 1981
Dim E (mm) N/A N/A N/A N/A
Dim F (mm) N/A N/A N/A N/A
Dim G (mm) 44 44 44 44

All sizes subject to standard industry tolerances

Pre-trim sizes

Lock Block

None

Part M Doors (M) - Mobility and Access
Fire Doors (FD) 
(P) - Programme for the Endorsement of Forest Certification



General Construction

Timber Species Softwood
Timber Grade Softwood sawfalling grade
Moisture Content 8-12%
Moulded Skin 3mm Hardboard
Core Routered Particle Board 470 Density

Timber SpecificationConstruction

Fire Certificate: Available on Request Glazing Certificate: Not Applicable

The elegant mouldings and grained finish can be painted or stained to suit any colour scheme.

Constructed using a softwood timber stile and 
rail frame. With a homogenous unsanded  par-
ticleboard core. Assembled using high density 
moulded fibreboard skins and UF glue.

Internal Moulded Doors

Issue Date:  16.02.2009

The company has a policy of continuous product development and 
reserves the right to change any products and specifications at any time.



Internal Moulded Doors

DIC81** Arched Top Grained Developer Door



General Construction

Timber Species Softwood
Moisture Content 8-12%
Moulded Skin 3 mm thick die-formed fibreboard
Core Praticleboard core

Timber SpecificationConstruction

Fire Certificate: Not Applicable Glazing Certificate: Not Applicable

The elegant mouldings and grained finish can be painted or stained to suit any colour scheme.

Constructed using a softwood timber stile and 
rail frame , with a particleboard core. 

Internal Moulded Doors

Issue Date:  23.11.2010

The company has a policy of continuous product development and 
reserves the right to change any products and specifications at any time.

Maximum Trim
If the door is to be reduced in size, an
equal amount of timber should be cut
down from each side/top or bottom
(please note this should never exceed 
a maximum of 6mm in total from any 
side).
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