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Technical Information

Booster Yes

Timer Yes

Residual heat indicator Yes

Child lock Childlock Facility

Touch control Yes

Fast fit clips Yes

Electrical supply rated voltage @ Frequency 220 - 240 V @ 50/60 Hz

Amperage required 32 A

Mains lead length 1.5 m

Mains lead plug Requires hard wiring

Accreditation CE CE Marked

Approval directives CE
DEMKO
LVD
RoHS
UL (EU)
EMC

Guarantee 3 Year Manufacturer’s GuaranteeHob Specification

Burner size Rating

Front Left 145mm 1,400 W

Back Left 210mm 2,300 W

Front Right 145mm 1,400 W

Back Right 210mm 2,300 W

Centre 210mm 2,300 W

Dimensions & packaging

Product dimensions metric H49mm x W780mm x D520mm

Product weight 11.782kg

Product packed dimension H118mm x W600mm x D868mm

Product packed weight 12.94kg

Additional information

This hob requires appropriately sized cookware suitable for use on an induction hob.
As the induction hob creates a magnetic field around its vicinity, it is not suitable for people who 
have a pacemaker or insulin pump in their bodies.
Hob comes pre-fitted with a mains lead for quicker installation.

LAM1902 Lamona Touch Control 5 Zone Ceramic Induction Hob – Black


