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Technical Information

Appliance energy rating B

Extraction rate 325 m³/h

Extraction rate ltr/s 90.3L/s

Number of fan speeds 3

Number of lights x Light 
wattage (per bulb)

1 x 2.5 W

Light type LED

Number of Grease Filters Washable grease filters

Carbon Filter Required Required for Recirculation - 
Not Included

Outlet spigot diameter 120mm

Ducting kit diameter 125mm
150mm

Air extraction rate ducting - 
speed range

201-325 m³/h

Electrical supply voltage / 
Frequency

220 - 240 V / 50 Hz

Amperage required 3 A

Mains lead length 1.5 m

Approval directives LVD
EMC
RoHS
WEEE
CE

Guarantee 3 Year Manufacturer’s 
Guarantee

Dimensions & packaging

Product dimensions metric H580-980mm x W600mm x 
D485mm

Chimney dimensions W222mm x D172mm

Product weight 7.23kg

Product packed dimension H525mm x W250mm x 
D650mm

Product packed weight 8.5kg

Additional information

Chimney sections HJA2481 and HJA2482 are available for this 
product.

Associated products

APL2807 Flexible 150mm ducting kit (white)

HJA2908 Carbon Filter

LAM2410 60cm and 90cm Chimney Cooker Hood (LAM2410)


