Product Benefits & Features

Hob2Hood®.Theperfectpartnerwhenyoucook.

The Hob2Hood® function wirelessly activates the hood
lights when you turn on the hob. When you start
cooking, the fan speed is regulated based on the heat
settings on the hob. Cook delicious meals without
worrying about odours and vapours.

6000 Chimney 60 cm cm 70 dB

DKB6671HM

The perfect partner when you cook

The 6000 Hob2Hood® Cooker Hood wirelessly connects to the hob. The lights
activate when you turn on the hob, and the fan speed is regulated based on
the heat setting on the hob. Experience an odour-free kitchen every time you
cook.

Natural air, effortlessly and silently with the Breeze
function

The Breeze function refreshes your kitchen air after
cooking while quietly extracting lingering kitchen
odours. Eat, relax and entertain in an enjoyable kitchen
atmosphere, effortlessly and silently.

ExtractionTech Pro cooker hood: High power, exceptional freshness
Experience superior kitchen air quality with the ExtractionTech Pro cooker
hood. Equipped with our most powerful motor and intensive speed option, it
efficiently extracts cooking vapours ensuring an exceptionally fresh cooking
environment.

Spotlight the details with the Pure lllumination
Energy-efficient Pure lllumination provides full visibility
while cooking. The LED lights illuminate the entire
cooking surface, making it easy to see every detail of
your meal preparation.

Reliable, easy-to-clean grease filter keeps kitchen
fresh

Convenient, reliable grease filter ensures your kitchen
stays fresh and hood performs at its best. Wash by
hand or in dishwasher.

* Installation type: Chimney, width 60 cm

» Number of speeds: 3+Intensive; Breeze function

» Max. extraction capacity (intensive): 730 m3¥h

« Air extraction capacity (high/low): 610 /320 m3h

» Maximum noise level (high/low): / dB(A)

« Electronic touch controls on glass with speeds 3+Intensive; Breeze function
« Extraction mode or recirculation possible, charcoal filter included.
« Indicator for grease filter saturation

« Indicator for carbon filter saturation

» Cooker hood lamps type and number: LED stripe, 1

* Grease filter type and number: Aluminium mesh, 2
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Product Specification

Installation type

Product Typology

Product Class

Frequency, Hz

Volt, V

Main colour

Required fuse (A)

Chimney colour

Height, mm

Height max. external, mm
Width, mm

Depth, mm

Net weight, kg

Cord length, m

Air outlet, mm

Capacity max, m*h

Capacity min, m¥h

Sound power max speed, dB(A)
Sound power min speed, dB(A)
Speeds

Size, cm

Motors, n° of

Min dist.from cook.top electric, cm
Min dist.from cook.top gas, cm
Lamp, n° of

Built_In Lamp type
Cooker_Hood Filter Type
Cooker_Hood Grease filter, n°® of

50

220-240

Stainless Steel
No
Stainless Steel
700
1180
598
460
13.85
1.35
150
610
320
70
56
3+Intensive; Breeze function
60
1
50
65
1

2601279VEP

51l :
{ e # min.500
31;3 ‘ min. 650
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6000 Chimney 60 cm cm 70 dB

DKB6671HM

LED stripe
Aluminium mesh
2
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