Where do | need to use support bars?

Please follow the guidance below on where support bars are required.

NOTE: In all handleless cabinet applications where a worktop profile is used, support bars are not required.

SUPPORT BARS SUPPORT BARS SUPPORT BARS SUPPORT BARS
NOT REQUIRED ; REQUIRED REQUIRED REQUIRED

300 - 1000mm High Line Cabinets 700 -1000mm Drawer Any cabinet with a cut-out above All Freestanding & Built Under Appliances™
Cabinets 500 -1000mm
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SUPPORT BARS ;
NOT REQUIRED :

300 - 600mm Drawer Cabinets
and gaps 600mm or less* |

=

TLS1100

! Worktop Support Bars Worktop Support Bars

600mm or less* !
! m TLS1106 | TLS1100 | TLSLOL | TLS1102 | TLS1103 | TLS1104 m TLS1089 | TLS1086 OR TLS1100
E m 500 600 700 800 900 1000 m 450 600 600

! “Note: Some appliances may require lowering
: for the support bar to fit above.

’:z Lg:g gz Ifh‘;”;fg;‘e“nﬁscﬂi:j;”m‘?f;gvf;”k‘;fgbwe ; SUPPORT BAR If your freestanding appliance requires a larger
5 REQUIRED gap, use the TLS1101 and cut down to the required length.

SUPPORT BARS E This can then be rebated into the

! Appliance (Bosch Freezer) decor/cabinet side panels
NOT REQUIRED . HBH6401 only " -

Handleless, 931 Corner™ & Sink Base Cabinets i

Worktop Support Bar

**Slab tech corner configurations will require additional timber batten support U
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