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Construction Products Regulation (EU) No 305/2011 (CPR) 

Declaration of Performance 

Declaration number: 

Product identification: 

Other identifying 

element(s): 

Intended use: 

Notified Body: 

AVCP System: 

Declared Performance: 

Essential Characteristics 

Reaction to fire (EN

13501-1) 

Content of 
Pentachlorophenol 

Formaldehyde emission 
(EN 717-1) 

HJ-019-JC 

6mm & 12mm Laminate flooring 

See Detailed Sheet 

Laminate flooring for internal non-structural use 

Fraunhofer-lnstitut fur Holzforschung Wilhelm
Klauditz-lnstitut WKI - No.0765 

System 3 

� 
Harmonised Technical 

Performance 
Specification 

Class Cfl - s1 

NPD 

Class E1 EN 14041:2004 

I Slip resistance (EN 13893) DS 

I Thermal Conductivity 7 NPD 

The performance of the product identified above is in conformity with the 
declared performance. 

Signed for and on behalf of the manufacturer by: 

�� 

Rob Black 

Director of Sourcing - Appliances & Joinery 
7th December 

Howdens Joinery Supply Division 
Thorpe Road 
Howden 
UK 
DN14 7PA 
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HJ-019-JC 

6mm & 12mm Laminate Flooring of all 

designs (Kronotex Germany) 

SDH3604,SDH2099,SDH2100,SDH3589 
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