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16.62kg

OAKE ¢ GRAY

BEAUTIFUL FLOORING IN A SINGLE CLICK

Coverage 1.97m?

Pack weight

26 panels per pack
(13 left and 13 right)
full fitting instructions

Scan this QR code to find

615mm X 123mm x 5mm
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Fitting method for this product is unigue and laying Do not install kitchen cabinets on top of the flooring.
instructions must be followed. Store packs in a room with a
minimum temperature of 20°C - 25°C.
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Licensed patents at

All joints should be tapped in to place using a rubber mallet and an
off-cut piece of flooring (tapping block). No gaps should be visible.
Do not open packs until you are ready to install the flooring and

. . N Ensure each row is checked for straightness before
mix/shuffle panels from different packs when installing. ! fow! ralg f

starting the following row.
Subfloor must be flat, smooth, clean and dry. (Do not install in

Short joints should be a minimum of 200mm apart from the
areas with high flooding risk such as saunas or outdoors). _ P

short-end joint on the previous row.

~ IDROP-LOCK
TECHNOLOGIES

Use spacers to create the required expansion gap (6mm)
around the edge of the room and all fixed objects including
door frames, radiator pipes and cabinet legs.

Use a straight edge to score the plank several times (decor facing
upwards) then snap for a clean break.

SDH3741

PEARL GREY OAK
RIGID HERRINGBONE LUXURY VINYL

615 x 123 x 5 mm (incl. Imm Sound Absorbing Pad)
26 Panels per pack (13 Left & 13 Right)
Coverage 1.97m?

Pack Weight 16.62kg
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CLEAN THE SUB-FLOOR

CHECK SUB-FLOOR MOISTURE CONTENT
MINERAL BASED TIMBER BASED

Cement <2cm% .
<0.5cm% (Anhydrite/Calcium Sulphite) & m_,\_ H.U_Mﬁm,\,\ﬂ\_amm mmmﬁﬂﬂm

<75%RH x DPM
&cvz Q OR Breathable moisture barrier

Make sure existing timber Always install a DPM where there are €. Bitumen moisture barrier
sub-floors are secure concerns over moisture content in the sub-floor paper can be used

/CONCRETE  /'CEMENT SCREEDS v ANHYDRITE /FLOORBOARDS v/ CHIPBOARD v PLYWOOD

Max 3mm +

NOTE:
Additional expansion gap required for
X runs longer than 20m (or areas
exceeding 400m2) in the form of a

threshold strip
| underlay required

UNDERFLOOR

HEATING GRADUALLY INCREASE THE TEMPERATURE
Water and electric* BY 5° PER DAY UP TO A MAX OF 30°

systems can be used
m SEEK ADVICE FROM UNDERFLOOR
HEATING MANUFACTURER

*Electric systems must be encased in a minimum of 12mm of levelling compound above the pipes.
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TOOLS REQUIRED

One starting set
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At first, follow the cutting template on the inside of your box to cut the 5 pieces
(L1, L2, L3, R1, R2) needed for one starting set. You will need a total of 5 planks
in order to make the required 5 starting set pieces (L1, L2, L3, R1, R2). You won't
be able to use offcuts of the same planks within one set.

Align the first starting set with a chalk line going through the center line of the room (to center the installation, make sure the line
goes through the tip of the pattern). Always leave a 6mm expansion gap with the wall.

Each starting set is 870mm wide, measure how many starting sets you will need based on the width of the room.
You can connect the starting sets with one full plank.

When you reach the walls on both sides, measure the distance between the wall and the closest starting set. Assemble a new set,
mark the measured distance on it, cut the planks (the set can be disassembled for this) and install the planks in the gap.
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CUTTING AROUND PIPEWORK
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Clean with a damp mop as needed. Do not use abrasive Use proper floor protection devices such as felt protectors
n_mm:mﬂy bleach or wax to maintain the floor, under furniture. Do not use mats with a latex or rubber

i ; backing as these can cause permanent discoloration.
Do not drag or slide heavy objects across the floor.

BEAUTIFUL FLOORING IN A SINGLE CLICK
BEAUTIFUL FLOORING IN A SINGLE CLICK

Place a walk-off mat at outside entrances to reduce the
amount of dirt brought into your home to keep your floors
cleaner for longer.

Residential steam mops are allowed but please use at the
lowest setting with a suitable soft pad (refer to the
manufacturer's instructions for proper usage).

OAKI
OAKI

30100002777

Do not place objects heavier than 115kg on top of the floor.

SDH3741

PEARL GREY OAK
RIGID HERRINGBONE LUXURY VINY

615 x 123 x 5 mm (incl. Imm Sound Absorbing Pad)
26 Panels per pack (13 Left & 13 Right)
Coverage 1.97m?
Pack Weight 16.62kg
mk—_l' DROP-LOCK | Licensed patents at

TECHNOLOGIES www.i4f.com/patents




