
Boiler Wall Cabinet
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Assembly

Remove rear transit rails.
Note: Do not remove the front transit rail
until the cabinet has been installed.
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Fit hanging & fixing brackets.2
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Follow the Kitchen Installation Manual for all aspects of 
cabinet installation. A copy of this is available from your 

local Howdens depot or by scanning the QR code.
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Cabinet internal
dimensions

Use these
measurements
to ensure the
correct aperture
for boiler

464/564mm 390mm

SideFront

864mm 900mm

250mm

Important Notes:
Ensure packaging is disposed of in a safe environmentally friendly way

THE SPECIFICATION, INSTALLATION AND USE OF THIS CABINET MUST BE IN 
ACCORDANCE WITH THE BOILER MANUFACTURER’S INSTRUCTIONS.

THE RESPONSIBILITY FOR THIS LIES WITH THE INSTALLER OF THE CABINET. 
THIS CABINET MAY NOT BE SUITABLE FOR ALL BOILERS.

!



FOLLOW THE KITCHEN INSTALLATION MANUAL FOR ALL OTHER 
ASPECTS OF CABINET INSTALLATION INCLUDING, DOOR HINGE 
FITTING AND ADJUSTMENT.

HD624042

Ensure cabinet is square, then secure
to the wall through brackets (at the bottom),
using suitable wall fixings.
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5 Remove front transit rail and discard.
Note: Only remove once cabinet is fitted.
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SECURE BRACKETS USING SUITABLE WALL FIXINGS
Cabinets can fall off the wall if the suspension bracket is not
properly engaged. In addition to the wall fixing brackets,
cabinets must be secured at the bottom through the brackets
(see step 5).
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