Flex zone Plus (Only for Flex zone plus applied models) «  Noises may occur while the hob recognise the cookware.
« Do not remove cookware during cooking. For safety purposes, the hob

e The Flex zone is the large cooking area automatically stops if cookware has been removed for more than 5 seconds.
located on the left side of the hob (see the
Cooking Zone 1 figure left) that is specially designed to Using the Flex zone Plus (Only for Flex zone plus applied models)

accommodate multiple pots and pans of

} ) 1. Press the Flex zone { key.
varying shapes and sizes at once. The Flex

2. For setting and adjusting the power level, use the Power level key.

Cooking Zone 2 zone has four zones that are operated by
individual inductors, allowing you to cook NOTE
regardless of where cookware is placed on a .

If you press the Flex zone {J key during operating, Flex zone function will be off.

If you press the Flex zone {J key while each cooking zone is operating at

different levels, it will be automatically adjusted to higher level.

Cooking Zone 4 < When moving or adding cookware to a new Flex zone, cancel the current
operation, and then press the corresponding Cooking zone (J key to activate

- / the cooking zone.

Cooking Zone 3 cooking zone. .

With Flex zone Plus, you can use a combination of different cooking zones to
enlarge the cooking area. Press the Flex zone ] key to use the cooking zone as
follows.

4 N

Cooking Zone 1 Cooking Zone 1 Cooking Zone 1 Cooking Zone 1
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Cooking Zone 2 Cooking Zone 2 Cooking Zone 2 Cooking Zone 2

Cooking Zone 3 Cooking Zone 3 Cooking Zone 3 Cooking Zone 3

Cooking Zone 4 Cooking Zone 4 Cooking Zone 4 Cooking Zone 4

- J
NOTE

«  When using only one cooking zone, the diameter of the bottom of the
cookware must be less than 14 cm.
«  The hob may take 5-10 seconds to recognise the position of cookware.
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Pause/Resume Child safety lock
The Pause/Resume function simultaneously switches all cooking zones that are You can use the child safety lock to safeguard against unintentionally turning on a
switched on to the low power setting and then back to the power level that was cooking zone and activating the cooking surface. Also the control panel, with the
previously set. This function can be used to briefly interrupt and then continue the exception of the On/Off () key (Only turn off control), can be locked in order to
cooking process e.g. to take a telephone call. prevent the settings from being changed unintentionally, for example, by wiping
When the Pause/Resume function is activated, all keys except for the Pause |1, over the panel with a cloth.
Lock &, and the On/Off (D keys are disabled. o .
To resume cooking, press the Pause || key again. Switching the child safety lock On/Off
Control Panel Display 1. Press the Lock [, key for approximately 3 seconds. An acoustic signal will
Press the sound as confirmation.
To Switch On o 2. Press any key. -1 will appear in the displays, indicating the child safety lock
Pause || key ;
has been activated.
To Power off Press the Return to previous power level 3. For switching the child safety lock off, press the Lock B@d key again for
Pause |1 key 3 seconds. An acoustic signal will sound as confirmation.
Quick stop NOTE

«  Regardless of power on/off, child lock is activated.
«  You can set the child safety lock during cooking. To turn off the burner with
the child safety lock on, press the On/Off (D) key.

This option reduces the step and time it takes to stop cooking.
To power off a cooking zone, press the Cooking zone (J key for 2 seconds.

NOTE

The Flex zone _ key does not support quick stop function.
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Maximum power limit

Smart Connect

This function allows you to adjust the maximum power of the unit.

1. Keep the power off.

2. Press the left front Max Boost key and left rear Timer (© key at the same time
for approximately 3 seconds.

3. Press the right front Timer (O key for approximately 3 seconds.

4. Press the left front Timer (® key for approximately 1.5 seconds.
The displays will show M. and current maximum power.

5. You can adjust the power limit using the Lock (3@0 key. (3000 W, 4000 W,
7400 W)

6. Press the On/Off (D key to set the setting.

NOTE

In low-power (3000 W, 4000 W) mode, the power level will be adjusted
automatically.

Sound on/off

1. Press the on/0Off () key for approximately 1-2 seconds.

2. Press the right front Timer (5 key for 2 seconds within 10 seconds after the

power has turned on.

Sound will turn off and 3F will be displayed in the display.

4. To change the sound setting, repeat steps 1 and 2. Sound will turn on and S
will be displayed in the display.

NOTE

It is not possible to change the sound settings after 10 seconds from turning the
power on.

w

The hob has built in Wi-Fi module that you can use to sync the hob with the
SmartThings app. On the phone app, you can:

« monitor the operating status and the power level settings of the hob elements.
«  monitoring the timer settings.

Functions that can be operated from the SmartThings app may not work smoothly
if communication conditions are poor or the product is installed in a place with a
weak Wi-Fi signal.

How to connect the hob
Before you can use the remote features of your Samsung hob, you must pair it to
the SmartThings app.

1. Download and open the SmartThings app on your smart device.

2. Press the Pause || key for approximately 5 seconds to turn on the "AP".

3.  While the connection is being made, the Wi-Fi indicator will links. Once the
process is complete, the indicator glows without blinking. Now the hob is
connected successfully.

4. |f the Smart Connect Wi-Fi indicator does not turn on, follow the instruction in
the app to reconnect.

NOTE
«  Make sure to set the Smart Connect function only when no hob operation is in
process.

«  For further instructions, refer to the web manual at www.samsung.com

Wi-Fi On/Off
To change the Wi-Fi On/Off, repeat steps 1 to 3.
1. Press the On/Off () key for approximately 1-2 seconds to turn the hob on.

2. Press the Lock B@L) key for approximately 3 seconds to turn on the child safety
lock.
3. Press the right front Max Boost key for approximately 3 seconds.
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Operation (NZ8*****8**)

Hood control

Switching the appliance on

This product features a Bluetooth device that you can use to connect the hob to
Samsung hood control models. Through the Bluetooth connection, you can use the
hood control function on the SmartThings app.

To find out more about Samsung hood control-enabled models, visit www.
samsung.com.

To connect to a hood control model

1. Follow the Bluetooth instructions of the hood control model and activate the
Bluetooth connection.

2. Press and hold the right front Timer (© and Pause || keys simultaneously to
make the Bluetooth connection. When the Bluetooth connection is successfully
established, = appears on the display.

NOTE

« |f the Smart Connect connection is not successful, you cannot use the
SmartThings app to monitor and control the hood.

«  Without a Smart Connect connection to the hob, you can use a Bluetooth
connection to pair the hob with the hood and sync them. To do this, follow
steps 2 and 3 above.

The appliance is switched on using the On/Off (D key. Press the On/Off () key for
approximately 1-2 seconds.

NOTE

After the On/Off (D key has been actuated to switch on your appliance, a power
level must be selected within approximately 20 seconds. Otherwise, the appliance
will switch itself off for safety reasons.

Switching the appliance off

To completely switch off the appliance, use the On/Off _ key.
Press the On/Off () key for approximately 1-2 seconds:

NOTE

After switching off a single cooking zone or the entire cooking surface, the
presence of residual heat will be indicated in the digital displays of the
corresponding cooking zones in the form of an -H, |14 two steps for “hot”.
The temperature is lowered, -H, =11 wil be disappeared.

Selecting cooking zone and power level

1. For selecting the cooking zone, press the corresponding Cooking zone (J key.
2. For setting and adjusting the power level, use the Control bar or Control key
or Control knob.

Control bar 0 15 — Max

Control Knob
Max

NOTE

« The default level is set to 15 when selecting the cooking zone.

« If more than one key is pressed for longer than 8 seconds, ot will show in the
cooking zone display.
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Suggested settings for cooking specific foods

The numbers in the table below are guidelines. The power level required for
various cooking methods depend on a number of variables, including the quality
of the cookware being used and the type and amount of food being cooked.

Power level Cooking method Examples for Use
Warming / Warming Iarge amounts of |IC|.UIC|, boiling
14-15 - . noodles, searing meat, browning goulash,
Sautéing / Frying .
braising meat
) ) Steak, sirloin, hash browns, sausages,
eFel Intensive frying pancakes / griddle cakes
7.10 Frying Schnitzel / chops, liver, fish, rissoles, fried
eggs
5.7 Boiling Cooking up to 1.5 | liquid, potatoes,
vegetables
2.4 Steaming / Steaming and stewing of small amounts of
Stewing / Boiling | vegetables, boiling rice and milk dishes
1-2 Melting Melting butter, dissolving gelatine, melting
chocolate
NOTE

You will need to adjust the power level according to specific cookware and foods.

Max Boost

The Max Boost function makes additional power available to the each cooking
zones. (example : bring a large volume of water to the boil)

After Max Boost times, the cooking zones automatically sets back to the highest
heat setting.

NOTE

. In certain circumstances, the Max Boost function may be deactivated
automatically to protect the internal electronic components of the hob.
For example, It is impossible to output max power on Flex zone rear and Flex
zone front at the same time.

«  Refer to your model's Cooking zones specification for Max Boost time.

Power management

The cooking zones have a maximum power available to them.

If this power range is exceeded by switching on the Max Boost function, Power
Management automatically reduces the power level of cooking zone.

The display for this cooking zone alternates for some seconds between the set
power level and the maximum possible power level. After then, the display
changes from the set power level to maximum possible power level.

Using the Flex zone (Only for Flex zone applied models)

The Flex function can operate complete left side cooking zone for using large size
cookware. (example : oval cookware, fish kettle)

1. Press the Flex zone _ key.

2. For setting and adjusting the power level, use the Power level key.

NOTE

«  Press the Flex zone { key during operating, Flex zone function will be off.

. If you press the Flex zone [ key while each burner operation different level,
burner set at a high level.
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Operation (NZ8*****8**)

Flex zone Plus (Only for Flex zone plus applied models)

4 The Flex zone is the large cooking area
located on the left side of the hob (see the
figure left) that is specially designed to
accommodate multiple pots and pans of
varying shapes and sizes at once. The Flex
zone has four zones that are operated by
individual inductors, allowing you to cook
regardless of where cookware is placed on a
cooking zone.

Cooking Zone 1

Cooking Zone 2

Cooking Zone 3

Cooking Zone 4

. /

With Flex zone Plus, you can use a combination of different cooking zones to
enlarge the cooking area. Press the Flex zone ] key to use the cooking zone as
follows.

Cooking Zone 1 Cooking Zone 1 Cooking Zone 1 Cooking Zone 1

Cooking Zone 2 Cooking Zone 2 Cooking Zone 2 Cooking Zone 2

Cooking Zone 3 Cooking Zone 3 Cooking Zone 3 Cooking Zone 3

Cooking Zone 4 Cooking Zone 4 Cooking Zone 4 Cooking Zone 4

/ N\

- J
NOTE

«  When using only one cooking zone, the diameter of the bottom of the
cookware must be less than 14 cm.
«  The hob may take 5-10 seconds to recognise the position of cookware.

«  Noises may occur while the hob recognise the cookware.
« Do not remove cookware during cooking. For safety purposes, the hob
automatically stops if cookware has been removed for more than 5 seconds.

Using the Flex zone Plus (Only for Flex zone plus applied models)

1. Press the Flex zone { key.
2. For setting and adjusting the power level, use the Power level key.

NOTE

. If you press the Flex zone [ key during operating, Flex zone function will be
off.

. If you press the Flex zone  key while each cooking zone is operating at
different levels, it will be automatically adjusted to higher level.

«  When moving or adding cookware to a new Flex zone, cancel the current
operation, and then press the corresponding Cooking zone (J key to activate
the cooking zone.
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Keep Warm

Pause/Resume

1. Use this function to keep cooked food warm. Press the corresponding
Cooking zone (] key.

2. Press the Keep warm s key.

3. The cooking zone display will be changed.

4. Press the Keep warm {i5: key again to turn off the cooking zone.

Timer

Using the timer as a safety shutoff
If @ specific time is set for a cooking zone, the cooking zone will shut itself off once

this period of time has elapsed. This function can be used for multiple cooking
zones simultaneously.

Setting the timer

The cooking zone(s) for which you want to apply the safety shutoff must be
switched on.

1. Press the Timer (© key.
2. Set timer by repeatedly pressing the Timer (O key.
3. To cancle the timer settings, hold the Timer (® key for 3 seconds.

NOTE

« To change the settings quicker, press and hold any of the Timer (® key until
the desired value is reached.

«  When the timer is terminated, it sounds a beep several times. However, the
cooking zone will not be turned off.

The Pause/Resume function simultaneously switches all cooking zones that are
switched on to the low power setting and then back to the power level that was
previously set. This function can be used to briefly interrupt and then continue the
cooking process e.g. to take a telephone call.

When the Pause/Resume function is activated, all keys except for the

Pause & Lock ..., and the On/Off (D keys are disabled.

To resume cooking, press the Pause & Lock ..., key again.

Control Panel Display

. Press the
[N
i i Ol Pause & Lock ..., key

Press the

L SHED Ot Pause & Lock ..., key

Return to previous power level

Quick stop

This option reduces the step and time it takes to stop cooking.
To switch off a cooking zone, press the Cooking zone (J key for 2 seconds.

NOTE

The Flex zone [ key does not support quick stop function.
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Operation (NZ8*****8**)

Child safety lock

Maximum power limit

You can use the child safety lock to safeguard against unintentionally turning on a
cooking zone and activating the cooking surface. Also the control panel, with the
exception of the On/Off (D key (Only turn off control), can be locked in order to
prevent the settings from being changed unintentionally, for example, by wiping
over the panel with a cloth.

Switching the child safety lock On/Off

1. Press the Pause & Lock ..., key for approximately 3 seconds. An acoustic
signal will sound as confirmation.

2. Pressany key. - will appear in the displays, indicating the child safety lock
has been activated.

3. For switching the child safety lock off, press the Pause & Lock ..., key again
for 3 seconds.
An acoustic signal will sound as confirmation.

NOTE

«  Regardless of power on/off, child lock is activated.

« You can set the child safety lock during cooking. To turn off the burner with
the child safety lock on, press the On/Off (D key or turn off the child safety
lock first and then press the corresponding Cooking zone (J key.

This function allows you to adjust the maximum power of the unit.

1. Keep the power off.

2. Press the Pause & Lock ..., key for approximately 3 secands to turn on the
child safety lock.

3. Press the left front Cooking zone (J key and right front Cooking zone (J key
at the same time for approximately 3 seconds.

4. Press the Timer (O key for approximately 3 seconds.
The displays will show M. and current maximum power.

5. You can adjust the power limit using the Pause & Lock 4.\, key. (3000 W,
4000 W, 7400 W)

6. Press the On/Off (D key to set the setting.

NOTE

In low-power (3000 W, 4000 W) mode, the power level will be adjusted
automatically.

Sound on/off

1. Press the On/Off (D key for approximately 1-2 seconds.

2. Press the Timer (® key for 3 seconds within 10 seconds after the power has
turned on.

3. Sound will turn off and 3F will be displayed in the display.

4. To change the sound setting, repeat steps 1 and 2. Sound will turn on and 2
will be displayed in the display.

NOTE

It is not possible to change the sound settings after 10 seconds from turning the
power on.
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Smart Connect

Hood control

The hob has built in Wi-Fi module that you can use to sync the hob with the
SmartThings app. On the smartphone app, you can:

« monitor the operating status and the power level settings of the hob elements.

« check and change the timer settings.

Functions that can be operated from the SmartThings app may not work smoothly
if communication conditions are poor or the product is installed in a place with a
weak Wi-Fi signal.

How to connect the hob
Before you can use the remote features of your Samsung hob, you must pair it to
the SmartThings app.

1. Download and open the SmartThings app on your smart device.

2. Press the On/Off () key for approximately 1-2 seconds to turn the hob on.

3. Press the Pause & Lock ..., key for approximately 3 seconds to turn on the
child safety lock.

4. Follow the app's instructions, and then press and hold the Max key for 3
seconds.

5. While the connection is being made, the Wi-Fi indicator will links. Once the
process is complete, the indicator glows without blinking. Now the hob is
connected successfully.

6. If the Smart Connect Wi-Fi indicator does not turn on, follow the instruction in
the app to reconnect.

NOTE
«  Make sure to set the Smart Connect function only when no hob operation is in
process.

«  For further instructions, refer to the web manual at www.samsung.com

Wi-Fi On/Off
To change the Wi-Fi On/Off, repeat steps 2 to 4.

This product features a Bluetooth device that you can use to connect the hob to
Samsung hood control models. Through the Bluetooth connection, you can use the
hood control function on the SmartThings app.

To find out more about Samsung hood control-enabled models, visit www.
samsung.com.

To connect to a hood control model

1. Download and run the SmartThings app on your smartphone. Then, complete
the Smart Connect procedure to connect to the hob.

2. Follow the Bluetooth instructions of the hood control model and activate the
Bluetooth connection.

3. Press and hold the Timer (O and Pause & Lock ..., keys simultaneously to
make the Bluetooth connection. When the Bluetooth connection is successfully
established, )= appears on the display.

4. Follow the instructions in the user manual of the hood control model and the
App guide to use the hood control.

NOTE

. If the Smart Connect connection is not successful, you cannot use the
SmartThings app to monitor and control the hood.

«  Without a Smart Connect connection to the hob, you can use a Bluetooth
connection to pair the hob with the hood and sync them. To do this, follow
steps 2 and 3 above.
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Maintaining your appliance

Hob Stubborn soiling
A\ WARNING 4 1. Toremove food that has boiled over
Cleaning agents must not come into contact with a heated ceramic glass surface: and stubborn splashes, use a glass
All cleaning agents must be removed with adequate amounts of clean water after scraper.
cleaning because they can have a caustic effect when the surface becomes hot. 2. Place the glass scraper at an angle to
Do not use any aggressive cleaners such as grill or oven sprays, scouring pads or the ceramic glass surface.
abrasive pan cleaners. 3. Remove soiling by scraping with the
blade.
NOTE
A o NOTE
Clean the ceramic glass surface after each use when it is still warm to the )
touch. This will prevent spillage from becoming burnt onto the surface. Remove 9 Class scrapers and ceramic glass cleaners
scales, watermarks, fat drippings and metallic discolouration with the use of a are available from specialty retailers.
commercially available ceramic glass or stainless steel cleaner. A
Problem dirt
Light soiling
. . ] 4 1. Remove burnt-on sugar, melted plastic,
1. Wipe the ;eramm glass surface with a damp cl.oth‘ aluminium foil or other materials with
2. Rubdry with a clean cloth. Remnants of cleaning agent must not be left on the a glass scraper immediately and while
surface. still hot.
3. Thoroughly clean the entire ceramic glass cooking surface once a week with a
commercially available ceramic glass or stainless steel cleaner. A WARNING
4. Wipe the ceramic glass surface using adequate amounts of clean water and There is a risk of burning yourself when the
rub dry with a clean lint - free cloth. glass scraper is used on a hot cooking zone:
2. (Clean the hob as normal when it has
9 cooled down. If the cooking zone on

which something has melted has been
allowed to cool, warm it up again for
cleaning.

NOTE

Scratches or dark blemishes on the ceramic
glass surface, caused, for example, by a

pan with sharp edges, cannot be removed.
However, they do not impair the function of
the hob.
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Troubleshooting and service

Hob frame (option) Troubleshooting

A fault may result from a minor information that you can correct yourself with
the help of the following instructions. Do not attempt any further repairs if the
following instructions do not help in each specific case.

A\ WARNING
Do not use vinegar, lemon juice or scale remover on the hob frame; otherwise dull

blemishes will appear.

1. Wipe the frame with a damp cloth.
2. Moisten dried debris with a wet cloth. Wipe and rub dry.

To avoid damaging your appliance

« Do not use the hob as a work surface or for storage.

« Do not operate a cooking zone if there is no pan on the hob or if the pan is
empty.

«  Ceramic glass is very tough and resistant to temperature shock, but it is
not unbreakable. It can be damaged by a particularly sharp or hard object
dropping onto the hob.

« Do not place pans on the hob frame. Scratching and damage to the finish may
occur.

« Avoid spilling acidic liquids, for example, vinegar, lemon juice and descaling
agents, onto the hob frame, since such liquids can cause dull spots.

« If sugar or a preparation containing sugar comes into contact with a hot
cooking zone and melts, it should be cleaned off immediately with a kitchen
scraper while it is still hot. If allowed to cool, it may damage the surface when
removed.

«  Keep all items and materials that could melt, for example, plastics, aluminium
foil and oven foils, away from the ceramic glass surface. If something of this
nature melts onto the hob, it must be removed immediately with a scraper.

A\ WARNING

Repairs to the appliance are to be performed only by a qualified service technician.
Improperly effected repairs may result in considerable risk to the user. If your
appliance needs repair, please contact your customer service centre.

Problem

Possible cause

Solution

What should | do if the
cooking zones are not
functioning?

The fuse in the house
wiring is not intact.

If the fuses trip a
number of times,
call an authorised
electrician.

What should I do if the
cooking zones will not
switch on?

The On/Off (D) key
was accidentally
actuated.

The control panel is
partially covered by a
damp cloth or liquid.

The appliance is
properly switched on.
Clean the control
panel.

What should | do if the
display except for - H,
11 the residual heat
indicator suddenly

disappears?

The On/Off (D) key
was accidentally
actuated.

The control panel is
partially covered by a
damp cloth or liquid.

The appliance is
properly switched on.
Clean the control
panel.

What should I do if,
after the cooking
zones have been
switched off, residual
heat is not indicated in
the display

The cooking zone
was only briefly used
and therefore did not
become hot enough.

If the cooking zone is
hot, please call a local
service centre.
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Troubleshooting and service

Information code Possible cause Solution

=F@ There is a problem with the Restart the appliance

oo burner temperature sensor. using the on/off (1) key.

- If the problem continues,

Ba The temperature}s‘ sensed disconnect power for more

higher than specified. than 30 seconds. Then,

=5 There is a problem with the PBA restgrt the appliance an_d try

oo sensor. agam. If the problem still
continues, contact a local

The DC Motor fails to operate service centre.
oo because of problems with the
(i PCB or wiring, or electrical
disturbance on the motor blade.
A key is being pressed for more | Check if the key is wet or is
than 8 seconds. being pressed.
If the problem continues,
2e restart the appliance using
the on/off () key. If the
problem still continues,
contact a local service centre.
ciE Communications between main Restart the appliance

L and sub PCBs fail. using the on/off () key.

If the problem continues,
The touch—enabled IC disconnect power for more
communicates abnormally. than 30 seconds. Then,

Fa restart the appliance. If the
problem still continues,
contact a local service centre.

ne It is out of normal voltage Che;k home power

- (220 ~ 240 V). environment.

If the cooking container is not Use a cooking container

o suitable for the induction, or suitable for inductions.

- operates without the cooking

container, it is displayed.

What should | do if the cooking zone will not switch on or off?

This could be because of one of the following possibilities:

«  The control panel is partially covered by a damp cloth or liquid.

«  The child safety lock is on. and display 1.

What should | do if the 4 display is illuminated?

Check for the following:

«  The control panel is partially covered by a damp cloth or liquid.
To reset, press the On/Off () key.

« If liquid has overflowed on control panel, please wipe the liquid.

What should | do if the 1 display is illuminated?

Check for the following:

« The hob is overheated because of abnormal operation.

«  After hob is cooled down, press the On/Off (D key for resetting.

What should | do if the ! display is illuminated?

Check for the following:

«  Cookware is unsuitable, too small, or no cookware has been placed on the
cooking zone.

« If you use suitable cookware, displayed message will automatically disappear.

What should | do if the cooling fan runs after the hob is turned off?

Check for the following:

«  When you have finished using the hob, the cooling fan runs by itself for
cooling down.

« After the hob's electronics has cooled down or elapsed max time (10 minutes)
the cooling fan will be turned off.

. If you request a service call because of an information made in operating the
appliance, the visit from the customer service technician may incur a charge
even during the warranty period.
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Service

Before calling for assistance or service, please check the section “Troubleshooting”.

If you still need help, follow the instructions below.

Is it a technical fault?

If so, please contact your customer service centre.

Always prepare in advance for the discussion. This will ease the process of

diagnosing the problem and also make it easier to decide if a customer service

visit is necessary.

Please take note of the following information

«  What form does the problem take?

e Under what circumstances does the problem occur?

When calling, please know the model and serial number of your appliance. This

information is provided on the rating plate as follows:

«  Model description

« S/N code (15 digits)

Recommended that you record the information here for easy reference.

«  Model:

«  Serial number:

When do you incur costs even during the warranty period?

« If you could have remedied the problem yourself by applying one of the
solutions provided in the section “Troubleshooting”.

« If the customer service technician has to make several service calls because he
was not provided with all of the relevant information before his visit and as a
result, for example, has to make additional trips for parts. Preparing for your
phone call as described above will save you the cost of these trips
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QUESTIONS OR COMMENTS?

SAMSUNG

IRELAND (EIRE)

0818 717100

WWww.samsung.com/ie/support

COUNTRY CALL OR VISIT US ONLINE AT COUNTRY CALL OR VISIT US ONLINE AT
AUSTRIA 0800 72 67 864 (0800-SAMSUNG) WWww.samsung.com/at/support ALBANIA 045 620 202 WWW.samsung.com/al/support
vvwvv,samsu?Dg,ctor:r;/be/support BOSNIA 055 233999 WWww.samsung.com/ba/support
BELGIUM 02-201-24-18 ute
www.samsung.com/be_fr/support NORTH
(French) MACEDONIA 023 207 777 WWw.samsung.com/mk/support
DENMARK 707 019 70 www.samsung.com/dk/support
0800711131 - beannaTteH 3a BCUYKM onepatopu
- 7 * -
FINLAND 030-6227 515 www.samsung.com/fi/support BULGARIA i(ﬂ)g;}eﬂizgagz;gr:;zz,axmmgizrﬁ:ggggm WWW.Samsung.com/bg/support
FRANCE 01 48 63 0000 www.samsung.com/fr/support 09:00 2018:00 - MoHeALAHMK 40 eTbK
GERMANY 06196 77 555 77 www.samsung.com/de/support
CROATIA 072 726 786 www.samsung.com/hr/support
ITALIA 800-SAMSUNG (800.7267864) Www.samsung.com/it/support
- CZECH 800 - SAMSUNG (800-726786) WWW.samsung.com/cz/support
8009 4000 only from landline,
CYPRUS WWW.samsung.com/gr/support
toll free HUNGARY 0680SAMSUNG (0680-726-7864) WWW.samsung.com/hu/support
80111-SAMSUNG (80111 726 7864) MONTENEGRO 020 405 888 WWW.samsung.com/support
GREECE only from land line WWW.Samsung.com/gr/support
(+30) 210 6897691Afrom mobile and POLAND 801-172-678" http://www.samsung.com/pl/
land line * (optata wedtug taryfy operatora) support/
LUXEMBURG 26103 710 www.samsung.com/be_fr/support ]
0800872678 - Apel gratuit
NETHERLANDS 088 90 90 100 www.samsung.com/nl/support ROMANIA 8000 - Apel tarifat in retea WWW.Samsung.com/ro/support
Program Call Center
NORWAY 21629099 WWW.Samsung.com/no/support Luni - Vineri: 9 AM - 6 PM
210608 098
PORTUGAL Chamada para a rede fixa nacional www.samsung.com/pt/support SERBIA 011 321 6899 WWW.SamsuNg.com/rs/support
Dias uteis das Sh as 20h SLOVAKIA 0800 - SAMSUNG (0800-726 786) WWW.5amsung.com/sk/support
SPAIN 9117500 15 WWW.samsung.com/es/support
LITHUANIA 8-800-77777 www.samsung.com/It/support
SWEDEN 0771-400 300 WWW.samsung.com/se/support
LATVIA 8000-7267 www.samsung.com/Iv/support
Www.samsung.com/ch/support
SWITZERLAND 0800 726 786 (German) ESTONIA 800-7267 WWW.samsung.com/ee/support
www.samsung.com/ch_fr/support
(French) SLOVENIA 080 697 267 (brezplacna Stevilka) WWW.Samsung.com/si/support
UK 03330000333 Www.samsung.com/uk/support KOSOVO 038 40 30 90 WWW.5amsung.com/support




